
Specifications

SHARP, HIGH-ENERGY PULSES TO 260 AMPS

INDEPENDENT 40  AMP SINGLE CELL SUPPLY

RUGGED, HIGH QUALITY COMPONENTS

SUPER FAST DESULFATION/RESTORATION

SIMPLE, SAFE OPERATIONRUGGED, PORTABLE & RELIABLE

Including all analog meters!  The Dynapulse™248 is 
impervious to damage caused by high energy pulses
and can stand up to industrial--even military tough--
use.

Energy pulses from low to high charge amps enable
you to rapidly break up crystallized sulfate and

restore maximum charge and life to your
batteries in just a few short hours.

With an average of just 1-3 hours for in-service and
4-8 hours for larger batteries, Dynapulse™ will keep
your electric-powered fleet energized and ready for 
action on demand.

This single cell input operates independently
and can be connected even when Dynapulse

is running. Only 1.5 AMP AC input!

The Dynapulse™ takes the traditional guesswork of 
knobs and dials away from the operator . An easy to 
understand User Manual is provided and every 
feature has been designed to maximize safety.

Each unit comes with a full 
manufacturer ’s warranty and a 

heavy-duty, portable case. P roven 
rugged  and reliable in field tests!

Our military version of this unit is used for vehicle 
and defense systems such as the sealed 'ARMASAFE' Humvee 
and tank batteries. It is the only recovery system authorized 
and listed in the battery manual for the US Nav y, Marine Corps 
and Air Force.  Those units have been stablished with a military 
National-NATO stock number (NSN) and are in use worldwide 
providing huge savings to the US government while having a 
major environmental impact.

CALL (951) 314-4488

Dynapulse P/N: DP-248
115/230V 50/60Hz 25A Max@115V
Adjustable from 0 to 25 charge amps
with up to 260 amp peak pulses. Able to 
reduce AC input by adjusting DC output
when the AC line is limited. Amperes
will not exceed operator's setting.
12" H x 24" L x 20" D
90 lbs.

A DIVISION OF


